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SPECIAL NOTES

API publications necessanily address problems of a general nature. With respect to partic-
ular errcumstances, local, stute, and feders! laws and regulations should be reviewed.

APL s not undertaking to meet the duties of employers, manuiacturers, or supplicrs to
warn and properiy train and ¢quip their employees, and others exposed, concemning health
and safety nisks and precautions, nor undertaking their obligations under local, state, or fed-
eral laws,

Information concerning safety and health risks and proper precautions with respeet to par-
teular materials and conditions should be obtained from the employer, the manulacturer or
supplier of that material, or the material safety data sheet.

Nothing contgined in any API publication is to be construed as granting any tight, by
implication or otherwise, for the manufaenire, sale, or use of any method, apparatus, or prod-
uet covered by letiers patent, Neither should anything contamed in the publication be cou-
sirued as insuring anyone against ability for infringement of letters patent,

Cienerally, APT standards are reviewed and revised, reaffirmed, or withdrawn at least every
five years. Soretimes @ one-tiroe extension of up to two years will be added W this review
cycle. This publication will no longer be in effect five years after its publication date as an
operative AP standard or, where an extension has been granted, upon republication. Staius
of the publication can be sscertnined from the APT Standards Deparment, [telephone (202)
HE2-8000]. A catalog of APT publications and materials is published anpuaily and updated
quanerly by APL 1220 L Street, N.W,, Washingion, D.C. 20003,

This document was produced under AP standardization procedures that ensure appropri-
aic notification and participation in the developmental process and is designated as an API
standard. Questions concerning the interpretation of the content of this standard or com-
ments and questions concerning the procedures under which this standard was developed
should be dirceted in writing o the direetor of the Standards Department, Amcrican Petro-
leumn Institute, 1220 L Streer, NW., Washington, D.C. 20005, Requests for penmission to
reproduce or translate all or any part of the matenal published herein should zlso be
addressed w the direclorn,

AP standards are published to facilitate the broad availability of proven, sound engineer-
ing and operating practices. These standards arc not intended to obviate the need tor apply-
ing sound engineenng Judgment regarding when and where these standards should be
utilized. The formulation and publication of APl standards is not intended in any way to
inhibit anyvone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking
requirerments of an API standard is solely responsible for complying with all the applicable
requiremenis of that standard. AP docs not reprosent, warrant, or guaranice that such prod-
ucts do m Lact conform Lo the apphicable API standard.

All vighis reserved. No part of this work may be reprodyced, siored in a rerieval system, or
transmitted by any means, electronic, mechanical, photocopying, recording, or otherwise,
without prior written permission from the publisher. Contact the Publisher,

AP Publishing Services, 1220 1 Street, NW, Washington, D.C. 20065,

Copynght © 199, 2000, 2001, 2003 Amcrican Petroleum [nstinse
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FOREWORD

it is the intent of APT 1o keep this publication up to date. All piping svstem owners and
operitars are wmvited o report their experiences 1u the 1nspection and repair of piping sys-
tems whenever such experniences may suggest a need for revising or expanding the practices
set torth i APLST0.

Tins edition of API 570 supersedes all previous editions of AP 870, Pipmg fnspection
Code: Inspection, Repair, Alieration, and Reranng of In-service Piping Svsiems. Fach edi-
tion, tevision, or addenda to this APE standard may be used beginning with the date of 1ssu-
ance shown on the cover page for that edition, revision, or addenda. Each edition, revision,
or addenda, te this APT siandard becomes effective six manths after the date of issuance for
equipment that is rerated, reconstructed, relocated. repaned, modified (altered), inspected,
and tested per this stmdard. During the six-month time between the date of issnance of the
edition, reviston, or addenda and the eflective daie, the user shall specify o which edition,
revision, or addenda, the equipment is t be, rerated, reconstructed, relocated, repaired, mod-
ified (alicred), inspected and tested.

API publicutions may be used by anyong desiring w do so. Every effort has been made by
the Institute to assure the accuracy and reliability of the data contained in them; however, the
Institute makes no representation, warranly, oF guarantce in connection with this publication
and hereby expressly disetaims any hability or responsibility for loss or damage resuling
from its use or for the violation of any federal, state, or municipal regulation with which this
publication may conflic:

Suggested revisions are mvited and should be submitted to the director of the Standards
Depariment, American Petroleum Institpie, 1220 L Street, N.W., Washington, D.C. 20003,
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